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NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS

CD-452-1

PARTIAL DEPTH CONCRETE

PAVEMENT REPAIR

PARTIAL DEPTH

CONCRETE PAVEMENT REPAIR

CD-452-1.1

1.

2. AT TRANSVERSE EXPANSION JOINTS,

MATCH WIDTH OF EXISTING JOINT

FILLER WITH PREFORMED JOINT FILLER.

SECTION A-A

REINFORCED

CONCRETE

PAVEMENT

D
 =

T
H

IC
K

N
E

S
S

O
F

 S
L

A
B

REMOVE ‚" MIN. OR TO

SOUND CONCRETE

ANY EXISTING BITUMINOUS

PATCH TO BE REMOVED

DAMAGED PAVEMENT AND

PATCH MATERIAL TYPE-1A

REPAIR WITH QUICK-SETTING

2" MIN.

1
/3

 D
 M

A
X

.

1
"
 M

IN
.

PLAN

EXPOSE SOUND CONCRETE

(1" MIN. - D/3 MAX. DEPTH)

REMOVE CONCRETE TO

A

EACH SIDE

SAWCUT 1" DEPTH

EACH SIDE

2" MIN.

A

31

B
D

C
1
6
D

-0
1
-O

R
IG

IN
A

L
 S

H
E

E
T

DEPTH OF REPAIR NOT TO EXCEED

1/3 SLAB THICKNESS. IF DETERIORATION

EXTENDS BELOW 1/3 SLAB THICKNESS,

NOTIFY THE RE.

164

DAMAGED CONCRETE PAVEMENT 

OR BITUMINOUS CONCRETE PATCH

NOTES:


