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CLASS "B" CONCRETE
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NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS

BRACE RAIL 

1†" O.D. PIPE 

CHAIN-LINK FARM-TYPE FENCE

NOTE:

LINE POSTS #10 GAUGE 

GALVANIZED "T" OR "U"

SECTION 1.33 LBS PER L.F.

OR DETAILED BRACE RAIL

8"

KNUCKLE FINISH ON TOP

AND BOTTOM OF FABRIC

1" x „" BRACE BAND FOR TENSION

WIRE (TOP AND BOTTOM)

‚" x ƒ"

STRETCHER BAR

1" x „" STRETCHER BAR

BANDS 10" APART (MAX.)

FABRIC TIES

#9 GAUGE FOR PIPES, 10" APART (MAX.) 

IF NOT NOTCHED TO HOLD FABRIC.

‘"x „" STEEL ANCHORING DEVICE

WEIGHING 0.67` LBS. (MAY BE DELETED

ON POSTS SET IN HOLES DRILLED IN ROCK)

HOG RING FASTENERS - #9 GAUGE - 12" APART (MAX)

ON TOP AND BOTTOM

TYP. (EACH SIDE AT

CORNER POST)
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IF LOOP CAP IS NOT PROVIDED,

NOTCH OR STUD THE POSTS TO 

HOLD TOP TENSION WIRE AS 

APPROVED BY THE RE.

164

TOP TENSION WIRE

(RUN THROUGH LOOP CAP, STUDS, OR

NOTCHES IN "T", "U", OR "H" BEAMS)

CORNER POSTS, BRACE RAILS, AND LINE

POSTS LOCATED IN HOLLOWS AND LINE

POSTS EVERY 198 FEET TO BE

SET IN CONCRETE.


