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NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS
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SECTION A-A

BENT PLATE

RUB RAIL

CARRIAGE BOLT DETAIL
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2'-0ƒ" FOR MODIFIED THRIE BEAM GUIDE RAIL
1'-7„" FOR BEAM GUIDE RAIL

NOTE:
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NOTES:

ALL RECTANGULAR SLOTS ARE •" x 2", ALL SQUARE HOLES ARE •"

RUB RAIL MAY BE SUPPLIED IN LENGTHS OF 12'-5ƒ" OR 24'-11ƒ"

2.

1.

| 11‚" x 10GA x 13'- 1" THICK PLATE

GROUND LINE

RUB RAIL SECTION IN MEDIAN

GROUND LINE

1'
-7

„
"

RUB RAIL SECTION AT BURIED GUIDE RAIL TERMINAL

WITH WASHER, 4 REQUIRED PER SPLICE

†" DIA. CARRIAGE BOLT 1•" LONG

WITH WASHER, 4 REQUIRED PER SPLICE

†" DIA. CARRIAGE BOLT 1•" LONG

NOTE:

SIDE, ONLY WHERE SHOWN ON THE PLANS.

INSTALL RUB RAIL IN MEDIAN ON SWALE

NOTE:

USE EITHER C6 x 8.2 OR BENT PLATE FOR RUB RAIL.

1 REQUIRED PER POST FOR BENT PLATE

†" DIA. CARRIAGE BOLT 4•" LONG WITH WASHER, 

 

1 REQUIRED PER POST FOR C6 x 8.2 

†" DIA. CARRIAGE BOLT 3" LONG WITH WASHER,

1 REQUIRED PER POST FOR BENT PLATE

†" DIA. CARRIAGE BOLT 4•" LONG WITH WASHER, 

 

1 REQUIRED PER POST FOR C6 x 8.2 

†" DIA. CARRIAGE BOLT 3" LONG WITH WASHER,

•" RADIUS

ƒ" x 2•" POST BOLT SLOTS

ƒ" x 1„" SPLICE BOLT SLOTS

STEEPER THAN 10:1
SWALE SIDE

1‚"

ON THE PLANS.  SEE CD-609-9.

INSTALL RUB RAIL ONLY WHERE SHOWN

OF TRAFFIC

DIRECTION

OF TRAFFIC

DIRECTION

ATTACHMENT DETAIL
RUB RAIL TRAILING END

ATTACHMENT DETAIL
RUB RAIL APPROACH END
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