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NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS

1" NON-SHRIN
K

GROUT

PLAN

SECTION A-A

SECTION B-B

48" PRECAST REINFORCED CONCRETE MANHOLE FLAT TOP

NOTE:

USE IN LIEU OF CONICAL SECTION WHEN 

HEIGHT OF MANHOLE IS LESS THAN 4 FEET

GROOVE FOR "O" RING

RUBBER GASKET12" (TYP.)

PRECAST MANHOLE RISER JOINT 
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CD-602-9

CD-602-9.1

CD-602-9.2

CD-602-9.3

SEE NOTE #4 (CD-602-8.3)

SEE NOTE 4

(CD-602-8.3)

SEE PRECAST MANHOLE

RISER JOINT

(CD-602-9.3)

SEE PRECAST MANHOLE

RISER JOINT (CD-602-9.3)

COARSE AGGREGATE #57

REINFORCEMENT STEEL

AS PER ASTM C478

COARSE AGGREGATE #57

REINFORCEMENT STEEL

AS PER ASTM C478
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PRECAST REINFORCED CONCRETE MANHOLE

SECTIONS TO CONFORM TO ASTM C478

MANHOLE

PRECAST CONCRETE

MANHOLE 5' DIAMETER, MANHOLE 6' DIAMETER

PRECAST CONCRETE

PRECAST MANHOLE

164

CLASS B CONCRETE

CAST-IN-PLACE

PRECAST REINFORCED

CONCRETE BASE

PRECAST REINFORCED CONCRETE

MANHOLE RISERS - 1 FOOT,

2 FEET, 3 FEET, OR 4 FEET

LENGTHS, AS REQUIRED

3 FOOT PRECAST REINFORCED 

CONCRETE MANHOLE 

CONICAL TOP

CLASS B CONCRETE

CAST-IN-PLACE

3 FOOT PRECAST REINFORCED 

CONCRETE MANHOLE 

CONICAL TOP

PRECAST REINFORCED 

CONCRETE MANHOLE 

RISERS - 1 FOOT, 2 FEET, 

3 FEET, OR 4 FEET

LENGTHS, AS REQUIRED


