
NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS

1.

CROSSWALKS AND STOP LINES MAY BE MARKED OR UNMARKED, SEE PLANS.
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DETECTABLE WARNING SURFACE

2.

3.
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ALTERNATE TREATMENT PREFERRED TREATMENT
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LOCATION OF CURB RAMP TYPES 1, 2, 3, 4 & 7

FOR CROSSING PARALLEL AND PERPENDICULAR

TO HIGHWAY

4.

5.

FOR MEDIUM AND LARGE ISLAND WIDTH, SEE CURB RAMP TYPE 1 ON CD-606-1.

CROSSWALKS

(SEE NOTE 2)

6.

NOTE:

WHERE PRACTICAL, END LEFT TURN ISLAND

OR DIVISIONAL ISLAND BEFORE CROSSWALK

TO ELIMINATE CUT-THROUGH

OPENING
1" TYP.

TOP OF CURB

NOTE:

PAVEMENT

SURFACE

MARKED

CROSSING 2' MIN. RADIUS

AT EACH CORNER
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2' MIN. RADIUS TYP.

4
' 
M

IN
.

T
U

R
N

IN
G

4' MIN.
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PEDESTRIAN REFUGE ISLAND

(SEE NOTE 3)

NARROW ISLAND WIDTH MEDIUM ISLAND WIDTH LARGE ISLAND WIDTH

(SEE NOTE 4) (SEE NOTE 4)

6' MIN.

REFUGE AREA

5'MIN.

5'MIN. WIDE OPENING TO BE FLUSH

WITH ROADWAY PAVEMENT

PLACEMENT OF DETECTABLE WARNING SURFACE

FOR CURB RAMP TYPE 5 AND 6

BOTH ENDS OF THE BOTTOM GRADE

BREAK ARE LESS THAN 5'

FROM BACK OF CURB.

ONE OR BOTH ENDS OF THE BOTTOM

GRADE BREAKS ARE GREATER THAN 5'

FROM BACK OF CURB.
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CURB RAMP

WIDTH
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CURB

0.65" MIN.

BASE TO BASE

T.D. SPACING

1.6" MIN. TO 2.4" MAX.

CENTER TO CENTER

T.D. SPACING
SIDEWALK

PLAN VIEW

ELEVATION

0.45" MIN. TO 0.90" MAX.

TOP DIAMETER

0.90" MIN. TO 1.4" MAX.

BASE DIAMETER

TRUNCATED

DOME (T.D.)

0.20"

SIDEWALK

COLOR SURFACE

(SHADED AREA)

FOR NARROW ISLAND WIDTH, SEE PEDESTRIAN REFUGE ISLAND WALKWAY OPENING AT INTERSECTIONS DETAIL.

CONSTRUCT CURB RAMP TYPES 1, 2, 3, 4 & 7 PERPENDICULAR TO CURBLINE, AS SHOWN. 
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TURNING SPACE 

WIDTH OF CURB RAMP 

LANDING OR WALKWAY 

PATH OR WALKWAY
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DETECTABLE WARNING

SURFACE (DWS)

SEE NOTE 6

IF A CURB RAMP IS REQUIRED, THE LOCATION OF THE DETECTABLE WARNING SURFACE MUST BE 

AT THE BOTTOM OF THE RAMP AND WITHIN THE REQUIRED DISTANCE FROM THE RAIL. 

PEDESTRIAN RAILROAD CROSSING PEDESTRIAN REFUGE ISLAND WALKWAY 

OPENING AT INTERSECTIONS

4' MIN.

DIRECTION OF TRAVEL ON RAMP

0" MIN., 6" DESIRABLE, MEASURED FROM 

BACK OF CURB EDGE RADIUS

(SEE NOTE 5) (SEE NOTE 5)

NOTES:

KEEP TURNING SPACE,  APPROACH SIDEWALK TRANSITIONS, AND CURB RAMP CLEAR OF OBSTRUCTIONS 

THAT PROTRUDE ABOVE THE SIDEWALK.

DETECTABLE WARNING SURFACE
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CURB RAMP TYPE 1 (TYP.)

ALTERNATE TREATMENT

(PLACE 0" MIN., 6" DES.

BEHIND BACK OF CURB)

(PLACE NEXT TO BOTTOM

OF GRADE BREAK)
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