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ENLARGED WINGWALL,

SEE DETAIL "A"
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OF MODIFIED WINGWALL,

SEE CD-609-11.2 FOR DETAILS

#13 BARS

3. FOR BRIDGE ATTACHMENT TYPES AND ADDITIONAL DETAILS, 

NOTES:

1.  INCLUDE COST OF CONCRETE, REINFORCEMENT STEEL, 

  DRILLING AND GROUTING,  SAW CUTTING, RELOCATING 

  FENCE POSTS, RAILS AND PLATES AND ANY OTHER WORK 

  RELATED TO PARAPET MODIFICATIONS FOR GUIDE RAIL 

  ATTACHMENTS IN PAY ITEM "PARAPET MODIFICATIONS".

3-RAIL RAILING WITH PYLON

BCD-609-7.1

BRIDGE CONSTRUCTION DETAILS
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RUB RAIL
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PROPOSED CLASS A

CONCRETE

RUB RAIL

REFER TO CD-609-16.

EMBED BARS 6" MIN.IN 

DRILLED HOLES AND GROUTED 

WITH APPROVED GROUT ,THEN FILL 

WITH CLASS A CONCRETE.

EMBED BARS 6" MIN. IN 

DRILLED HOLES AND 

GROUTED WITH 

APPROVED GROUT 

2. CONFORM WELDED WIRE REINFORCEMENT TO SUBSECTION 

ENLARGE EXISTING CUT OUT

AS SHOWN AND INSTALL GUIDE

RAIL ATTACHMENT TYPE "B"

FILL EXISTING RECESS WITH WELDED

WIRE REINFORCEMENT & CLASS A CONCRETE 

AND INSTALL GUIDE RAIL ATTACHMENT 

TYPE "A"(SEE NOTE 2)

FILL EXISTING POCKET WITH 

WELDED WIRE REINFORCEMENT & 

CLASS A CONCRETE (SEE NOTE 2)

INSTALL #13 12"x 12" WELDED WIRE

REINFORCEMENT USING MIN. 4 

DOWELS WITH 4" EMBEDMENT THEN

FILL WITH CLASS A CONCRETE 

(SEE NOTE 2)

905.01.03 OF NJDOT STANDARD SPECIFICATION.


