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PARAPET END MODIFICATIONS DETAILS

PROPOSED GUIDE RAIL ATTACHMENT

PLAN

ELEVATION

2’-10" (TYP.)

Existing Chain Link Fence To

be removed and reinstalled

as required
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SECTION: A-A

TYPE "A" ATTACHMENTTYPE "B" ATTACHMENT

TYPE "B" ATTACHMENT TYPE "A" ATTACHMENT

Top of
Curb

W-THRIE BEAM

TRANSITION

SECTION

STANDARD

W-BEAM

GUIDE RAIL

THRIE-BEAM

GUIDE RAIL

STANDARD

W-BEAM

GUIDE RAIL

TOP OF

CURB

RELOCATED POST, 
BASE PLATE & RAIL

NEW POST, BASE
PLATE & RAIL
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#19 BARS @ 10"

2-#13 BARS

2" COV. (TYP.)

POSTS SPACED

@ 6’-3"

STANDARD

W-BEAM POST

AND BLOCKOUT

5 SPACES @ 1’-6 3/4 " 3 SPACES @ 3’-1 1/2 "

ELEVATION AT TYPE "A" ATTACHMENT

(GUIDE RAIL NOT SHOWN FOR CLARITY)
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Varies
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7" x 5" x  3/16 " STRUCTURAL

TUBE BLOCKOUTS (TYP.)
W6 x 9 POST (TYP.)

GUIDE RAIL ATTACHMENT - EXISTING STRUCTURE WITH FENCE

2" MIN

2" MIN 2. FOR BRIDGE ATTACHMENT TYPES AND ADDITIONAL DETAILS, 

PARAPET AND SIDEWALK 

WITH CHAIN LINK FENCE

BCD-609-6.1

Remove and reinstall  existing chain link fence as required

Remove and reinstall  

existing chain link 

fence as required

NOTES:

1.  INCLUDE COST OF CONCRETE, REINFORCEMENT STEEL, DRILLING AND

  GROUTING,  SAW CUTTING, RELOCATING FENCE POSTS, RAILS

  AND PLATES AND ANY OTHER WORK RELATED TO PARAPET

  MODIFICATIONS FOR GUIDE RAIL ATTACHMENTS IN PAY ITEM 

  "PARAPET MODIFICATIONS".

BRIDGE CONSTRUCTION DETAILS
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2" MIN

SECTION: B-B
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12"

Top of sidewalk

REFER TO CD-609-15.

LIP CURB

LEGEND

REMOVE

PROPOSED CLASS A

CONCRETE

LIP CURB

LIP CURB

INSTALL REINFORCEMENT AS

SHOWN  WITH MIN. 6" EMBEDMENT

IN DRILLED HOLES USING APPROVED

GROUT ,THEN FILL WITH CLASS A 

CONCRETE. 

FILL EXISTING RECESS, RAISE PARAPET END

AS SHOWN IN, "PARAPET END MODIFICATIONS

DETAILS" AND INSTALL GUIDE RAIL

ATTACHMENT TYPE"A" 

PROVIDE 3 1/2 " DEEP CUT

OUT AS SHOWN. APPLY

THIN LAYER OF MORTAR

AND PROVIDE GUIDE RAIL

ATTACHMENT TYPE "B"


