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SILT FENCE FASTENER REQUIREMENTS CD-158-1.4 UNDERDRAIN TYPE F CD-601-1.1
SILT FENCE ON A STEEP OR LONG GRADE CD-158-1.5 UNDERDRAIN TYPE X CD-601-1.2
HAYBALES CD-158-1.6 SUBBASE OUTLET DRAIN CD-601-1.3
EMBEDDING DETAIL CD-158-1.7 COMBINED STORM DRAIN AND OUTLET TRENCH IN ROCK AREAS CD-601-1.4
STABILIZED CONSTRUCTION DRIVEWAY CD-158-1.8
SOIL EROSION AND SEDIMENT CONTROL MEASURES CD-158-2
HAYBALE CHECK DAM WITH TEMPORARY STONE OUTLET CD-158-2.1
STONE CHECK DAM CD-158-2.2
SLOPE DRAIN CD-158-2.3
INLET FILTERS, TYPE 1 CD-158-2.4
INLET FILTERS, TYPE 2 CD-158-2.5
2 SOIL EROSION AND SEDIMENT CONTROL MEASURES CD-158-3
g INLET SEDIMENT TRAP CD-158-3.1
@)
g FLOATING TURBIDITY BARRIER CD-158-3.2
e}
g SONTE OUTLET SEDIMENT TRAPS, 'X_' CD-158-3.3
2 SEDIMENT CONTROL TANK OR BAG CD-158-3.4
@]
2 SOIL EROSION AND SEDIMENT CONTROL MEASURES CD-158-4
=
3 USE OF AN OIL/WATER SEPARATOR DURING DEWATERING CD-158-4.1
g
] ROADWAY GRADING CD-158-4.2
L
g TEMPORARY RUNOFF DIVERSION CD-158-4.3
2
2 STREAM DIVERSION CD-158-4.4
5
E
3
A
o]
Z
2,
2
2
s
=

TRAFFIC CONTROL
DRUMS CD-159-1.1
I TRAFFIC CONES CD-159-1.2
o
*E BREAKAWAY BARRICADES CD-159-1.3
()]
o
ILLUMINATED FLASHING ARROWS,  x CD-159-2.1
o CHANNELIZING GUIDE POSTS CD-159-2.2
o
o
§ STOP / SLOW PADDLE CD-159-2.3
§ TEMPORARY SIDEWALK CD-159-2.4
o
§ TEMPORARY PAVEMENT MARKERS CD-159-2.5
™
Li» TEMPORARY TRAFFIC STRIPS AND MARKINGS CD-159-2.6
CONSTRUCTION BARRIER CURB WITH BOX BEAM STIFFENER CD-159-3.1
. ; CONSTRUCTION BARRIER CURB (ALTERNATE A) CD-159-4.1
L_O_ v
= 8_ N CONSTRUCTION BARRIER CURB (ALTERNATE B) CD-159-5.1
0 - ]
= < Te}
S % 8 TEMPORARY CRASH CUSHION, COMPRESSIVE BARRIER SUMMARY TABLE CD-159-10.1
> v
R S| | |s
| - T
1 Sle| |u|n
e el e
© Qe -
o (&) ﬁ o 2
alo|eldl=
o|_|z|z|Z
o AAMEE
Z S K 5T B
< SHEEES ﬂ
N SIS
= o|o|o[o|0 w
I alala|alo
9 M| |o|om




	007_IndexRoadwayConstructionSheet

