
NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS
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BOLT THE BRACKETS TO POST. THEN

PLACE POST AND CONNECTED BRACKET

ALL BOLTS TO BE TIGHTENED IN

ACCORDANCE WITH THE MANUFACTURER’S

�" DIA. HOLE

IN MODEL NO.

B-525 ONLY

HINGE PLATES
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(SEE NOTE 1)
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SHIMS TO BE ADDED

WHEN VARIATION BETWEEN

POST FLANGES AT POST 

CUT EXCEEDS .050"
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COUPLING BOLT

BREAKAWAY

COUPLING

ANCHOR LOCK WASHERS
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DRILL 1 "

DIA. HOLE

(TYP.)

STAINLESS STEEL BOSSES TO

BE PRESS FIT INTO BRACKET

DRILL�" DIA.

HOLE (B-525)

DRILL .546" DIA.

HOLE (B-650)

(TYP. TWO (2) HOLES)

DRILL 1 " DIA.

HOLE (TYP. TWO 

(2) HOLES)
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(MODEL NO.

B-525 ONLY)

14 AND/OR 18
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STEEL SHEET
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45^ (TYP.)
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1" - 8 UNC, GALVANIZED
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DESIGNATION B-525 IS FOR 6" AND 8" BEAM SIZES.�"

1�"
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ON THE BRACKET.

POST HINGE DETAIL

POST BASE DETAIL

BREAKAWAY ASSEMBLIES

FRONT VIEW

2

NOTES:

TO BREAKAWAY COUPLING.

SPECIFICATIONS.

2.

3.

1.

POST BASE DETAIL

POST HINGE DETAIL

SIDE VIEW

BREAKAWAY ASSEMBLIES
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MODEL 525
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MODEL 650

FRONT VIEW

BRACKET DETAIL

SIDE VIEW

SHIM DETAIL

ANCHOR

4.

5. DESIGNATION B-650 IS FOR 10", 12", 14", 16", 18" AND

21" BEAM SIZES

DO NOT PLACE TORQUE WRENCH ACROSS NECK

OF COUPLING

6.

$FILE$file=

THE BRACKET NUMBER SHALL BE STAMPED

BRACKET No. E (IN.)
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BOLTS, LOCK WASHERS, NUTS & CAP SCREWS

6
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DRILL�" HOLES

IN HINGE PLATE (TYP.)

CAP SCREWS   AND

SHIMS (AS NECESSARY)

(SEE SHIM DETAIL)

�" - 10 UNC x 2�" HEX HEAD BOLT

�", ANSI B 18-21-1 LOCK WASHER

�" - 10 UNC, HEAVY HEX NUT

HINGE PLATE

STEEL W-BEAM SIGN POST

1 4 5

2 4 5

3 4 5

DRILL�" HOLES

IN POST (TYP.)
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BOLTS,

LOCK WASHERS

AND NUTS 

CAP SCREWS

AND LOCK WASHERS

STEEL I-BEAM SIGN POST

SHIMS (AS NECESSARY)

(SEE SHIM DETAIL)

�" - 10 UNC x 2�" HEX HEAD BOLTS

�", ANSI B 18-21-1 LOCK WASHER

�" - 10 UNC, HEAVY HEX NUT
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TOP OF CONCRETE FOUNDATION
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STEEL WIRE, �" DIAMETER

(4 PER ANCHOR)

2�"

STAINLESS STEEL WASHER

2�" O.D.

1�" I.D.

�" THICK

CLOSED WIRE COIL

1�" O.D.

2" LONG

6 REVOLUTIONS

�" - 13 UNC x 2�" HEX HEAD BOLT, GALVANIZED

�" - 13 UNC x 2�" HEX HEAD BOLT, GALVANIZED

�" - 13 UNC x 3" HEX HEAD BOLT, GALVANIZED

�", ANSI B 18-21-1 LOCK WASHER, GALVANIZED

�" - 13 UNC, HEAVY HEX NUT, GALVANIZED

�" - 13 UNC x 1 1/4" HEX HEAD CAP SCREW, GALVANIZED

�" - 11 UNC x 2�" HEX HEAD BOLT, GALVANIZED

�" - 11 UNC x 3" HEX HEAD BOLT, GALVANIZED

�" - 11 UNC x 3�" HEX HEAD BOLT, GALVANIZED

�", ANSI B 18-21-1 LOCK WASHER, GALVANIZED

�" - 11 UNC, HEAVY HEX NUT, GALVANIZED

�" - 11 UNC x 1 1/4" HEX HEAD CAP SCREW, GALVANIZED

SPECIAL BOLT, ANCHOR & COUPLING DETAIL

SPECIAL BOLT

1" - 8 UNC, LP, GALVANIZED,

POLYESTER COAT

(THREAD TO SHOULDER)

�" WRENCH FLAT

COUPLING

304 STAINLESS STEEL

THREADED FERRULE

1"- 8 UNC (0.020" OVERSIZE)

THREAD DEPTH=1�", MIN.

STEEL HINGE PLATE DETAIL

STEEL

GALVANIZED

CD-612-8

BREAKAWAY SIGN SUPPORTS

FOR GROUND MOUNTED SIGNS

CD-612-8.1
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(TYP. SIX (6) HOLES)
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