PRESTRESSED CONCRETE VOIDED SLAB PLATE
ISSUED: 2009
BEAMS, TRANSVERSE TIE DETAILS 3.10=13
SKEW ANGLE ¢ 2'-0" MIN.

2'-0" MIN. 8" MIN.
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Mw <_H_._vm 8° MIN. 8* MIN. | | & mN. _ 10" MIN.

SKEWS UP_TO 15°

SKEWS IN EXCESS OF 15°

PART PLANS OF DECK

REBARS FOR BEARING GRILLAGE.
DETAILS TO BE SHOWN ON CONTRACT
PLANS AND DESIGNED ON A JOB TO
JOB BASIS BASED ON END ANCHORAGE

STRESSES.
GROUT FASCIA

END ANCHORAGE DEVICE FOR " DIA.

STRANDS (TO BE APPROVED BY THE

ENGINEER). HEX NUT (GALV.) FOR THE

ROD (1).
EXTEND POCKET TO TOP
OF BEAM IF NECESSARY.
REFERENCE

NOTES:

DETAILS OF END ANCHORAGE AND POCKET

BEAM ONLY. PLATE 3.10-14,
3" DIA. HOLE .
IN BEAM 3" MIN. 5" MIN.
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| & TRANSVERSE 3/," MIN. THICKNESS STEEL PLATE (GALV.)
TIES. TO BE BEVELED WHEN REQUIRED.

1. TRANSVERSE TIES SHALL BE %" DIA. 270 KSIPOLYSTRAND OR EQUIVALENT OR HIGH TENSILE STRENGTH STEEL
ALLOY TIE RODS. THE APPLICATION OF TENSION TO TRANSVERSE TIES, GROUTING OF THE LONGITUDINAL
KEYWAYS AND THE COMPUTATION OF THE REQUIRED FORCE PER DUCT SHALL BE ACCORDING TO
SECTION 25 OF THIS MANUAL. RECESSED POCKETS AT FASCIA BEAMS TO BE FILLED WITH NONMETALLIC,

NONSHRINK GROUT AFTER TENSIONING OF TIES.
END ANCHORAGE DEVICE FOR %" DIA. TIE STRANDS TO BE APPROVED BY THE ENGINEER.

2. STEEL PLATE AND HAND HOLE SIZE MAY VARY FROM THE DIMENSIONS SHOWN DEPENDING UPON LOADING,
SKEW OR THE END ANCHORAGE DEVICE SELECTED.

3. ACUTE CORNERS OF BEAMS MAY BE SQUARED OFF AS SHOWN FOR SKEWS OVER 20°.
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