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Overview 
Potable water in Ocean City is provided by 11 wells drawing from the Lower Kirkwood – 
Cohansey Aquifer system (the Atlantic City 800 foot Sands Aquifer).  The capacity of 
these wells is 11.4 million gallons per day (MGD) and a firm capacity of 9.792 MGD.   
 
The water serves dwellings and businesses and is also used to water landscaping during 
the naturally hot, dry summer. The USGS has done an extensive study of Cape May 
County for purposes of determining the status of the potable ground water (see 
http://water.usgs.gov/pubs/wri/wri014246/pdf/wrir01‐4246.pdf, Fig. 65 and following)  
 
Water enters the Atlantic City 800‐foot sands aquifer in Cumberland and western 
Atlantic counties. Prior to development the water flowed from west to east in the 
aquifer, discharging into the Atlantic Ocean and Delaware Bay under enough pressure 
that the saltwater did not enter the aquifer.  
 
In 1990, when the study was done, the water was being withdrawn by wells in Atlantic 
and Cape May counties at a faster rate than it is being replaced from the west. That 
allows the saltwater to flow radially into the aquifer to fill the vacuum. The lines of the 
250mg/L chloride concentration and the 50mg/L sodium concentration, which are the 
limits of potable water, have moved inland, as measured in test wells in various 
locations. However, the USGS has concluded that the rate of advance of salt water 
intrusion is such that the Ocean City wells will remain potable for the next century at 
least, given the current rate of withdrawal.  
 
The locations of wells and the rate of withdrawal are all key to the rate of movement of 
the saltwater lines. The locations of wells in Ocean City can be viewed at 
www.state.nj.us/dep/gis/newmapping.htm, click on I‐Map NJ DEP and then launch I‐
MapNJ DEP. The layers are listed on the left side and the key is on the right. Click on 
Public Community Water Supply Wells to see the locations.  
 
The water supplied by New Jersey American Water Company is considered low in 
susceptibility for pathogens, nutrients, pesticides, volatile organic compounds, 
inorganics, radionuclides, and radon. It is considered high in susceptibility for 
disinfection byproduct precursors; however, the system does not use surface water to 
which this category of contaminants refers. Information on the water quality may be 
found at www.nj.gov/dep/swap/creport.htm. New Jersey American Water Company’s 
report on the water in the Ocean City system for 2007 may be found http:  
www.amwater.com/files/NJ‐CapeMay2007web.pdf.  
 
 



Summary of Current and Future Capacity and Usage 
 
Current Population 
(2005 est*) 

Current 
Potable Water 
Demand 

Future 
Population (2020 
est*) 

Future Expected 
Potable Water 
Usage 

15,330  6.709 MGD peak  17,417 (12% 
increase) 

7.514 MGD 

*South Jersey Transportation Planning Organization 
(MGD = million gallons per day;   MGM million gallons per month) 
 
Current peak demand is  6.709 
 
Future peak demand is expected to be 7.514 based on 12% population increase. 
 
Capacity of current system:  9.792 MGD  
 
Current wells and aquifers are expected to provide potable water for the next century at 
least.  (USGS). 
 
Actions are recommended in the Master Plan that will reduce the usage of potable 
water.  Examples include encouraging drought tolerant and native vegetation;  as well as 
recommending USGBC standards for LEED certified buildings, which include water 
conservation measures in new construction and rehabilitation of structures. 
 
Conclusion
 
The current supply and system capacity that provide potable water to the City of Ocean 
City is sufficient to handle current and future needs. 
 
 
Attachment 
 
New Jersey American Water Company capacity letter



 



 



 



 



 


